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FAP 666 (NINTH STREET)

STA., 54+47.90 TO STA. 0+87.50
{CONVERSE STREET TO MADISON STREET)

T EXISTING
PAVEMENT
{SEE TYPICAL SECTION)
t

DETAIL A"

¢ FAP 666 (NINTH STREET)

12, &" 30'-0"_(SOUTH_APPR.) 30°-0” (SOUTH_APPR.) AP
217707 (NORTH APPR.) 27-0" (NORTH APPR.) ’ l
'
L
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15 18) 19

FAP 666 (NINTH STREET)

STA. 0+87.50 TO STA 1147180
{PAVING OMISSION)

EXISTING LEGEND . PROPOSED LEGEND

t1) EXISTING BITUMINOUS CONCRETE OVERLAY (11} EXISTING PCC SIDEWALK 121} EXISTING BITUMINOUS RESURFACING +3* (1) PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH

= =, EXISTING BITUMINOUS CONCRETE SURFACE . . PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

r 2y 112 1954 »

2} EXISTING LEVELING BINDER 12 CORSE, MIX "E", CLASS 1L, TYPE 2, 15+ 22 EXISTING BRICK PAVEMENT &3 @ ROPOSED FoL e —

(3} EXISTING BRICK COURSE 113} EXISTING BITUMINOUS RESURFACING, 15" /23' EXISTING CONCRETE BASE 6" (3) PROPOSED LEVELING BINDER (MACHINE METHOD), NTO ¥4 RXs] TO BE REMOVED

’\Z) EXISTING SAND CUSHION 1 ’\12/‘ EXISTING P.C.C. PAVEMENT, 8 ’\2-:1/‘ EXISTING BRICK 22!/, @ PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL ~ BUTT JOINT

[-'5\ EXISTING CONCRETE BASE COURSE 77 ’1%‘ EXISTING P,C.C. PAVEMENT, 10" 125\ EXISTING BRICK 2374 PROPOSED INCIDENTAL HOT-MIX ASPHALT SURFACING

g g pig " ® R S ATE ILLINOIS DEPARTMENT OF TRANSPORTATION

16} EXISTING CONCRETE BASE COURSE 116 EXISTING CONCRETE CURB AND GUTTER 126) EXISTING SAND 3/4"

7 e EXISTING BRICK PAVEMENT o

[ A 137y 197\ I

S EXISTIN CNGIATION CORRETE B & 1, DVER 6 COMC. BASE & oustig s s, ~ TYPICAL SECTIONS

"B} GUTTER TYPE Bo6.24 (MODIFIED) 118) EXISTING 4' GRANULAR SUB-BASE '28) EXISTING P.C.C. CONCRETE WIDENING #7* _FAP 666 (I-55 BUS. LOOP - NINTH STREET)

19} EXISTING EXPANSION TIE ANCHORS 3/4 “ (19} EXISTING CONCRETE CURB 129" EXISTING P.C.C. SIDEWALK, 4"

'{0} EXISTING ® 4 TIE BARS 20" EXISTING BITUMINOUS RESURFACING %2,  (30' EXISTING RALL SCALEs Jeils NN DRAWN BY  BDS
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